
Model: TS14

• Specifications subject to change without notice

Rated Output 1.0 mV/V Compensated Temp. -10...+40°C

Excitation 3~12V Operating Temp. -20...+60°C

Zero Balance ±2% R.O. Temp. Shift Zero ±0.01% R.O./°C

Nonlinearity ±0.2% R.O. Temp. Shift Span ±0.01% R.O./°C

Hysteresis ±0.2% R.O. Input Resistance 350(700)Ω

Nonrepeatability ±0.2% R.O. Output Resistance 350(700)Ω

Creep(10min) ±0.1% R.O. Insulation Resistance >2000MΩ(50V)

Safe Overload 150% F.S. Ingress Protection IP50

Ultimate Overload 200% F.S. Material of  Element Stainless steel

Cable Ø3.5 3000mm 4-core shielded cable*

Custom torque sensors

Torque Strain gauge torque sensing technology
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4-wire connection(6-wire upon request)

5-point test report in both CW and CCW

Dimensions modification upon request
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Dimensions in “milimeter”

Capacity(NM) F A B C D

25/50/60 3/8" 71 30 12.2 10.4

100/120/160 1/2" 76 30 15 15.1

200/300/500 3/4" 100 49 24 22.9

1k 1" 132 49 27 27.4

2k/3k/5k 1-1/2" 250 100 41.5 39


